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Limited Warranty Terms & Conditions

Swann Communications warrants this product against defects in workmanship and material for 
a period of one (1) year from it’s original purchase date. You must present your receipt as proof 
of date of purchase for warranty validation. Any unit which proves defective during the stated 
period will be repaired without charge for parts or labour or replaced at the sole discretion 
of Swann. The end user is responsible for all freight charges incurred to send the product to 
Swann’s repair centres. The end user is responsible for all shipping costs incurred when shipping 
from and to any country other than the country of origin. 

The warranty does not cover any incidental, accidental or consequential damages arising from 
the use of or the inability to use this product. Any costs associated with the fi tting or removal of 
this product by a tradesman or other person or any other costs associated with its use are the 
responsibility of the end user. This warranty applies to the original purchaser of the product only 
and is not transferable to any third party.  Unauthorized end user or third party modifi cations 
to any component or evidence of misuse or abuse of the device will render all warranties void.

By law some countries do not allow limitations on certain exclusions in this warranty.  Where 
applicable by local laws, regulations and legal rights will take precedence.

15.6” LCD MONITOR

M15LCD140711E
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FCC Verifi cation

NOTE: This equipment has been tested and found to comply with the limits for Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 

harmful interference in a residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful 

interference to radio or television reception, which can be determined by turning the equipment off  and 
on, the user is encouraged to try to correct the interference by one or more of the following measures:

• Reorient or relocate the receiving antenna
• Increase the separation between the equipment and the receiver

• Connect the equipment into an outlet on a circuit diff erent from that to which the receiver is 
connected

• Consult the dealer or an experienced radio/TV technician for help

These devices comply with part 15 of the FCC Rules. Operation is subject to the following two conditions: 
1. These devices may not cause harmful interference, and 

2. These devices must accept any interference received, including interference that may cause 
undesired operation.

FCC Verifi cation

Product Features

Package contents

Monitor & Stand Power supply

VGA cable Power cable

If you are missing any of these components,

contact Swann Communications for assistance.

Product Specifi cations

Screen type TFT LCD

Horizontal Frequency 30~80kHz

Vertical Frequency range 60-75Hz

Maximum Resolution range 1366x768

Video input DB15 pin VGA connector

Audio input 1/8” stereo phono

Audio power amplifi er 6/15 Wx2

Power input 12V DC

Power consumption <45 W

Product Specifi cations

Package Contents
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Misc RESET This resets the monitor back to its factory settings and 
performs an AUTO ADJUST.

VOLUME This adjusts the volume of the output of the speakers in 
the monitor.

Minimum = 0 | Default = 50 | Maximum = 100
MUTE This mutes (turns off ) the audio.

Minimum = On | Default = On | Maximum = Off 
MODE CHANGE This changes the screen mode from 16:9 ratio (widescreen) 

to 4:3. You will most likely want to keep it in 16:9 mode 
(widescreen).

Values=16:9 or 4:3 | Default = 16:9
BACK This returns you to the previous menu.

Exit This exits the OSD menu.

On-Screen Display (OSD) Adjustment

No image on the 

screen

Check that the power plug is securely attached to the monitor and that the  
power is on.

Check that you have switched the monitor on by pressing the POWER 
button on the side of the monitor.

‘No Signal’ appears 

on the screen

This means there is no signal being received by the monitor for it to display.

Make sure the VGA connection at the rear of the monitor is securely 
attached.

Make sure the DVR is on and the VGA cable connected to the monitor is 
securely connected to the DVR.

Image is off -center Adjust the horizontal position and vertical position in the POSITION option 
under the OSD menu.

Image is too bright 

or too dark

Go to COLOR->COLOR TEMP in the OSD and adjust the color temperature

and/or

Go to COLOR->COLOR ADJUST in the OSD and adjust the RGD (red, green, 
blue) values.

RGD settings  in 

the OSD cannot be 

adjusted

The RGB settings can only be adjusted when COLOR->COLOR TEMP in the 
OSD is set to ‘USER’. If you need to adjust the RGB setttings, change the 
COLOR->COLOR TEMP setting to USER.

No audio Turn up the volume using the + button on the side of the monitor.

Make sure the audio cable is securely plugged in to the audio input at the 
rear of the monitor and that the other end is connected to the DVR.

Problems / Troubleshooting
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On-Screen Menu (OSD)

Color CONTRAST Adjusts the contrast of the screen.

Minimum = 0 | Default = 50 | Maximum = 100
BRIGHTNESS Adjusts the brightness of the screen.

Minimum = 0 | Default = 50 | Maximum = 100
COLOR ADJUST Adjusts the RGB (red, green blue) values of the monitor.

Once you choose Color Adjust, you need to select the 
color you want to adjust fi rst and then change the value 
for that color.

Minimum = 0 | Default = 50 | Maximum = 100
COLOR TEMP Adjusts the color temperature of the monitor.

Value 1 = 9300 | Value 2 = 6500 | Default = USER
BACK This returns you to the previous menu.

Image 

Setting

CLOCK This adjusts the clock or pitch of the image.

Minimum = 0 | Default = 50 | Maximum = 100
PHASE This adjusts the phase of the image.

Minimum = 0 | Default = 76 | Maximum = 100
SHARPNESS This adjusts the sharpness of the image.

Minimum = 1 | Default = 3 | Maximum = 5
BACK This returns you to the previous menu.

Position H POSITION This adjusts the horizontal position of the image on the 
screen.

Use the - and + buttons to move the screen left or right.

Minimum = 0 | Default = 50 | Maximum = 100 
V POSITION This adjusts the vertical position of the image on the 

screen. 

Use the - and + buttons to move the screen down or up.

Minimum = 0 | Default = 50 | Maximum = 100
BACK This returns you to the previous menu.

OSD Menu OSD H. POS This moves the horizontal position of the On-Screen 
Display window.

OSD V. POS This moves the vertical position of the On-Screen Display 
window.

OSD TIMER This adjusts the amount of time the On-Screen Display 
remains on-screen. The OSD will disappear if there is no 
input or adjustment made for the time you set here.

OSD COLOR This adjusts the color of the On-Screen Display.
BACK This returns you to the previous menu.

Language ENGLISH Changes the language of menu items.

Default = English (we recommend you do not change the 
language unless necessary since it may become diffi  cult 
to navigate through the menus if you change it to a 
language unfamiliar to you).

On-Screen Display (OSD) Adjustment
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Installation

AUDIO: Plug this end 
of an audio cable 

(with RCA connector) 
into the AUDIO 
IN on the DVR.

AUDIO: Plug this end of an audio cable 
(1/8”/3.5mm TRS stereo connector) into 

the AUDIO IN on the MONITOR.

POWER: Plug this end of 
the 12V DC power supply 

into the MONITOR.

POWER: Plug the other end 
of the 12V DC power supply 
into a mains power socket.

VIDEO: Plug one end of the 
DB15 VGA connector into the 

VGA port on the MONITOR.

VIDEO: Plug the other end 
the DB15 VGA connector into 

the VGA port of the DVR.
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Adjusting monitor settings

Along the right edge of the monitor are fi ve main buttons for operation of your 
monitor.

MENU The MENU button brings up the On-Screen Display (OSD) menu where 
you can make manual adjustments to several monitor settings.

- The button marked ‘-’ has two functions depending on the mode the 
monitor is in.

When the OSD screen is on the screen, it is used to navigate the menus. 
More information can be found in the OSD section.

When the OSD menu is not on the screen, the ‘-’ button is used to lower the 
output volume from your monitor.

+ The button marked ‘+’ has two functions depending on the mode the 
monitor is in.

When the OSD screen is on the screen, it is used to navigate the menus. 
More information can be found in the OSD section.

When the OSD menu is not on the screen, the ‘+’ button is used to raise the 
output volume from your monitor.

AUTO AUTO adjustment of the monitor settings

On the side of your monitor, there is a button marked AUTO that will 
automatically confi gure your monitor for the best performance with your 
equipment. In most cases, this is all that is needed to get the optimal image 
from your monitor. AUTO adjusts the phase, clock, horizontal and vertical 
position.

Before you press AUTO:

make sure your monitor is connected to your DVR

turn on the DVR and wait for it to start

turn on the monitor

make sure the monitor is receiving a signal from the DVR (an image is 
displayed)

then press the AUTO button on the side of the monitor. You should see 
a window  appear on the monitor for a few seconds which reads “Auto 
Adjust...” 

Your monitor is now ready. If you need to make any manual adjustments, 
you will need to use the On-Screen Display menu.

POWER The POWER button toggles turning the monitor display on or off .

MENU Menu button

-  Volume down / Next menu item

+ Volume up / Previous menu item

AUTO AUTO adjustment button

POWER Power on/off 
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On-Screen Display (OSD) Adjustment

Manual adjustment of the monitor settings

If you need to manually adjust any settings, this can be done through the On-Screen 
Display (OSD).

Opening the OSD: To activate the OSD, press the MENU button on the side of the 
monitor.

Navigating: To navigate the OSD menu, you move the highlight to the option you 
want by:

• pressing the - button on the side of the monitor to move down the list

• pressing the + button on the side of the monitor to move up the list

If you reach the bottom of the list and press the - button again, it will jump back to 
the top of the list.

If you reach the top of the list and press the + button again, it will jump back to the 
bottom of the list.

Selecting: When the menu option you want to adjust is highlighted, press the MENU 
button. When you have fi nished adjusting the setting, press the MENU button again 
to deselect the option.

Exit: To exit a menu, press the AUTO button or highlight the BACK option in the menu 
and press the MENU button.

To quit the OSD menu, keeping pressing the AUTO button until the OSD dis-

appears. Do not press it again once the OSD disappears since it will cause the 

monitor to AUTOmatically adjust the settings.

You can also wait for the OSD to disappear automatically. The amount of time before 
the OSD disappears is set in OSD Menu->OSD Timer.

The following table describes all options available in the on-screen display (OSD) and 
what they do. To make the OSD menu appear, press the MENU button on the side of 
the monitor.


